w6010 BIO — (2) 3000 GPD

MICRO OR HIGH STRENGTH

FAST:3.0

TANK SPECIFICATIONS
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SIDE VIEW

TANKS ARE MANUFACTURED TO MEET OR EXCEED ASTM C-1227 REQUIREMENTS

DIMENSIONS:

WALL: 3"

BOTTOM: 5"

COVER: 5"

MANHOLE: 24" I.D.

HEIGHT: 112" 0O.D.

LENGTH: 184" 0.D.

WIDTH: 102" 0.D.

BELOW INLET: 87.5" 0O.D.

LIQUID LEVEL: 79.5"

WEIGHT: 15,050 LBS. PER SECTION

INLET AND OUTLET:

4” CAST—A-SEAL (CAS) BOOT OR EQUAL

INLET AND OUTLET BAFFLE:

AS SHOWN

LIQUID CAPACITY: 71.26 GAL/IN

LOADING DESIGN: 8’ 0" UNSATURATED SOIL

TANK: MIX DESIGN #45 WITH FIBERS

IF'OST—POUR:

REV.
DATE

FILE: Portage Standard Tanks 2006\BIO Tanks\W6010 BIO HS FAST & MIRCOFAST (2) 3000.dwg

DRAWN BY: S. EBERT |SCALE: 1/4"=1'-0" IPRE—POUR:

DATE: NOV, 2006

53901

PORTAGE, WI

UNESER concrere
800—-362—7220

2815 RILEY ROAD

JOB INFORMATION:

CUSTOMER:

JOB NAME:

DATE ORDERED:

DATE NEEDED:

W6010 BIO
(2) HIGH STRENGTH

FAST 3.0
NOVEMBER, 2006

SERIAL NO:
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