Pipe Sizing

Pipe shall be sized in reference to the supplied table included in this installation guide and or in compliance with
local codes and standards. The water distribution system shall be designed, and pipe sizes shall be selected such
that under conditions of peak demand, the capacities at the fixture supply pipe outlets shall not be less than
required for the combined fixture demand.

For specific information on fixture demand, see local building code.

Pipe Sizing Chart
Developed Length in Feet
Pressure Range: 30-45 psi

Diameter
Size (in) 40 | 60 | 80 100 150 200 250 300 400
1/2 6 5 4 3 2 1 1 1 1
3/4 16 16 13 11 8 5 5 4 4
1 28 | 24 | 22 21 16 14 12 11 10
1-1/4 35 ] 33 | 30 27 23 22 21 18 17
Pressure Range: 46-60 psi
Diameter
Size (in) 40 | 60 | 80 100 150 200 250 300 400
1/2 7 7 6 5 4 3 2 2 1
3/4 20 | 20 19 16 13 10 8 7 6
1 38 | 37 | 35 32 27 22 20 18 16
1-1/4 38 | 38 | 38 38 38 38 33 31 26
Pressure Range: over 60 psi
Diameter
Size (in) 40 | 60 | 80 100 150 200 250 300 400
1/2 7 7 7 6 5 4 3 3 2
3/4 19 19 19 19 16 12 10 9 7
1 38 | 38 | 38 38 34 29 26 23 20
1-1/4 38 | 38 | 38 38 38 38 38 38 33

Values in Water Supply fixture Units (WSFU)
Source: IAPMO IGC-233-2008
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