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Introduction 
 
This approval request is for a family of septic tank riser assemblies ranging from 
a nominal 7” – 51” height. The construction of all risers is identical.  
 
Specifications 
 

1. Riser base manufactured of nominal ¼” thick HDPE and anchored to tank 
with mechanical fasteners. 

2. Riser base sealed to tank with butyl joint sealant. 
3. Riser ring manufactured of HDPE double wall corrugated pipe per ASTM 

F2648, 24” I.D. 
4. Riser ring attached to riser base with minimum of (3) mechanical 

fasteners. 
5. Riser ring sealed to riser base with butyl, silicone or polyurethane joint 

sealant. 
6. Riser cover manufactured of nominal 1/8” thick HDPE with capability of 

being filled with concrete or aggregate to increase mass. 
7. Riser cover attached to riser ring with (4) mechanical fasteners which are 

not standard Phillips or flat slot drive to be considered an effective locking 
device. 

8. Riser cover sealed to riser ring with closed cell foam gasket. 
9. Riser cover to have raised molded-in text “WARNING DO NOT ENTER 

DANGEROUS GASES”. 
10. Riser assembly tested under compressive load of 3,500 lbs resulting in 

1.32” deflection (see attached 3rd party test results). 
11.  See chart below for model information. 

 
 
 
 
 
 
 
 
 
 
 
 

Model Nominal Height Total Height 

AS-R07 7 7.125 

AS-R10 10 10.25 

AS-R13 13 13.375 

AS-R20 20 19.625 

AS-R26 26 25.875 

AS-R38 38 38.25 

AS-R51 51 50.875 
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I certify that the information contained in this report is accurate and meets or 
exceeds the requirements of product approval as outlined in WI Comm SPS 383. 
 
Karl K. Holt   President 
 
___________________ Signature _________ Date 
 

 

Typical Riser Components 

 

 

Warning Message 
 

 

 
7” Riser Assembly 

 

 

 
51” Riser Assembly 

 


