
Conveyance Safety Code Council
Review of ASME 18.1

Comparison 2011, 2014 and 2017 ASME A18.1

2011 2014 2017
General 

Comments

Comments 
Specific to 
SPS 318

PART 2 ‐ VERTICAL PLATFORM LIFTS

1 Added wording to 
include the runway 
door sill, not just the 
door, in the 
requirement to 
present a smooth 
surface toward the 
lift platform.

Not a significant 
change.

2 Added allowance for 
a VPL to have just one 
platform enclosure 
side instead of two.  
This is not meant to 
prohibit the common 
VPL with two 
platform enclosure 
sides.

3 NONE Added requirement 
for the remaining 
enclosure side to 
have edge protection 
on the top, most 
likely 42" above the 
platform floor.

4 Moved upper landing 
door from 3" away to 
3/8" to 3/4" away 
from platform for 
partial‐runway‐
enclosure  VPLs.

Previously 
understood to be 
required.  No 
changed needed.
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5 Moved upper landing 
door from 3" away to 
3/8" to 3/4" away 
from platform for 
runway‐enclosure‐
not‐provided  VPLs.

Previously 
understood to be 
required.  No 
changed needed.

6 Moved upper landing 
door from 3" away to 
3/8" to 3/4" away 
from platform for 
courtroom  type VPLs.

Previously 
understood to be 
required.  No 
changed needed.

7 Replaced code for 
pipes in the runway 
with new 
requirements for 
portable vertical 
platform lifts.

The department 
has not regulated 
portable vertical 
platform lifts.  
Doing so would 
expand the scope 
of SPS 318 and 
enforcement.  
Enforcement has 
been determined 
to be difficult due 
to such lifts being 
in storage and 
times of use for 
inspection being 
unknown.

8 NONE New type of drive 
machine

No need to address 
this.

9 Corrected standard 
number.

No need to address 
this.
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10 Added chained‐
hydraulic to roped‐
hydraulic as hydraulic 
driving machines that 
must meet 
requirements in 8.1 
(with exceptions).  
Removed the 
exception that 
allowed these to be 
without a means to 
collect oil leakage 
from hydraulic jacks 
in 8.1.4.7.

11 Corrected standard 
number.

No need to address 
this.

12 Corrected standard 
number.

No need to address 
this.
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13 2014: Raised the 
minimum rated load 
for a VPL from 450 lbs 
to 550 lbs.  2017: 
Added 2.1.5 therefore 
portables to those 
not to exceed 60" of 
travel.

SPS 318.1802(7) 
requires 750 lb 
rated load for 
typical VPLs, that is 
all those that are 
not courtroom lifts.

14 Added requirement 
for normal terminal 
stopping devices to 
be mechanically‐
operated, 
magnetically‐
operated, optical or 
static type switches 
instead of permitting 
them to be one of 
those types (first 
sentence).

15 Added allowance to 
eliminate the lower 
normal terminal 
stopping device 
according to 2.9.7.

16

NONE

Added allowance to 
eliminate the lower 
normal terminal 
device for direct 
plunger driving 
machines.

No need to address 
this.
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17 2014: Added 
reference to stand‐by 
power being required 
to meet 2.12 for a lift 
not provided with 
manual operations.  
Added requirement 
for manual operation 
to move the platform 
to a landing.  2017: 
Added the allowance 
for "lift personnel", 
not just authorized 
personnel to raise or 
lower the platform 
manually.

SPS 318.1802(9) 
defines the type of 
operation on stand‐
by power that 
qualifies a VPL to 
not require manual 
operation.  Should 
add "to a landing" 
to be consistent 
with A18.1, 2014 
and "lift personnel" 
to be consistent 
with A18.1, 2017.

18 Moved the 
requirement for 
emergency signals for 
lifts that are not 
always visible out of 
the intro sentence.  
See 2.11.2.  Added 
requirement to 
comply with 2.11.1 
through 2.11.3, not 
2.11.1 or 2.11.2.  
Moved the alarm 
horn, buzzer, etc., to 
outside the runway.  
Changed the sound 
pressure from 80 ‐90 
dBA to 70 ‐ 80 dBA. 

May require 
rewording of SPS 
318.1802(10), first 
sentence because 
the introductory 
paragraph it refers 
to has changed.  
Suggestion: leave 
the higher sound 
pressure ratings in 
SPS 
318.1802(10)(a) for 
lifts installed 
outdoors.  Maybe 
raise instead of 
lower them if the 
horn, buzzer, etc., 
will be outside the 
runway.

19 Changed to require 
two‐way 
conversation for a lift 
not in a normally 
occupied location.  
Removed the 
statement that the 
means to activate the 
two‐way 
conversation does 
not have to be 
provided on the 
platform.

This has been made 
more similar to SPS 
318.1802(10) 
however 
318.1802(10) still 
contains details 
and references to 
A17.1 that are 
more specific.
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20 No change

21 Clarified allowance 
for battery power to 
be considered a type 
of stand‐by power 
instead of saying it is 
"permitted".

Battery power 
technically isn't 
"stand‐by" power 
according to the 
building or 
electrical codes. 

PART 3 ‐ INCLINED PLATFORM LIFTS

22 NONE New type of drive 
machine

No need to address 
this.

23 Corrected standard 
number.

No need to address 
this.

24 Corrected standard 
number.

No need to address 
this.

25 NONE New requirement  for 
IPL to be capable of 
being manually 
folded.

26 Raised the minimum 
rated load for an IPL 
from 450 lbs to 550 
lbs.  
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27 Added the allowance 
for "lift personnel", 
not just authorized 
personnel to raise or 
lower the platform 
manually.  Added 
requirement that the 
platform be capable 
of being raised or 
lowered to a landing.

28 Moved the alarm 
horn, buzzer, etc., to 
off the platform.  
Changed the sound 
pressure from 80 ‐90 
dBA to 70 ‐ 80 dBA. 

29 Clarified allowance 
for battery power to 
be considered a type 
of stand‐by power 
instead of saying it is 
"permitted".

Battery power 
technically isn't 
"stand‐by" power 
according to the 
building or 
electrical codes. 

PART 4 ‐ STAIRWAY CHAIRLIFTS

30 NONE New type of drive 
machine

No need to address 
this.

31 Corrected standard 
number.

No need to address 
this.
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32 Corrected standard 
number.

No need to address 
this.

33 Added "or other drive 
systems ... cannot 
result in the platform 
overspeeding".

Unclear as to what 
other drive systems 
would qualify as 
not requiring an 
overspeed safety 
device.  
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34 NONE

 of safety devices.

Added requirements 
for factory testing of 
safety devices for 
Inclined platform lifts 
and stairway 
chairlifts.

PART 10 ‐ ROUTINE, PERIODIC AND ACCEPTANCE INSPECTIONS AND TESTS

35 Added wording 
regarding who 
certifies inspectors to 
QEI ‐ 1.

No need to address 
this.

36 Added allowance for 
inclined platform lifts 
and stairway chairlifts 
with non‐adjustable 
Type A safeties 
meeting 9.9.3 to be 
tested with no load 
on the platform (or 
chair as applicable).
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37 Added allowance for 
inclined platform lifts 
and stairway chairlifts 
meeting 9.9.3 to not 
have their governor 
tripping speed tested 
and sealed.

38 Added allowance for 
inclined platform lifts 
and stairway chairlifts 
meeting 9.9.3 to not 
be tested with rated 
load on the platform 
(or chair as 
applicable).

PART 11 ‐ MAINTENANCE OF PLATFORM LIFTS AND STAIRWAY CHAIRLIFTS

39 NONE New section for 
requiring 
maintenance 
documents.

Unlike elevators, 
these conveyances 
will not have a 
place to store such 
documents and 
these conveyances 
are often in small 
buildings not 
having a 
maintenance office. 
Searching for these 
may cause new 
unwarranted 
delays in 
inspections.  These 
would be the first 
documents for 
VPLs, IPLs and SCLs 
that may have to 
be part of an 
inspection. 
Consider requiring 
the documents to 
provided without 
being inspected.
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40

41 New requirements to 
provide owners with 
important 
documentation.

Consider informing 
installers and 
owners of the need 
for these to be 
provided to the 
owner but also 
consider not 
making these an 
inspection item.


